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R2000 SCOOT is a semi-synthetic 2-stroke scooter engine oil. 
Designed for urban riding, it effectively reduces smoke emissions due 
to its excellent combustion. Ideal for small cc scooters, it is compatible 
with separate or premix lubrication engines with carburettor or 
injector. Contains: Mixture of: (bis(2-hydroxy-5-tetra-
propenylphenylmethyl) methylamine)dicalcium dihydroxide; (tris(2-
hydroxy-5-tetra-propenylphenylmethyl) methylamine)tri-calcium tri-
hydroxide; poly[((2-hydroxy-5-tetrapropenyl-
phenylmethyl)methylamine)calcium hydroxide]. May produce an 
allergic reaction. 

 

 
         

 
PACKING UNITS : 

 

 
      

 
TECHNICAL DATA : 

       
 

 TEST METHODE TYPICAL VALUES MEASURE UNIT  

 Density at 20°C ASTM D4052 0,864 g/cm³  

 Viscosity at 40°C 
ASTL D445 or 
ASTM D7279 67,7 Mm²/s  

 Viscosity at 100°C 
ASTL D445 or 
ASTM D7279 9,6 Mm²/s  

 Viscosity Index (VIE) ASTM D2270 122 -  

 Pour point ASTM D97 -18 °C  

 Flash point ASTM D92 130 °C  

 TBN ASTM D2896 1,2 mg KOH/g  
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